MONTGOMERY COUNTY PUBLIC SERVICE AUTHORITY
CHRISTIANSBURG, VIRGINIA CONSTRUCTION STANDARDS

NOTES!

1. ALL MANHOLE FRAMES AND COVERS SHALL
BE EAST JORDAN MODELS 1045Z AND 1040AGS
OR APPROVED EQUAL.

. STEPS TO BE VERTICALLY ALIGNED.

. THE ENTIRE MANHOLE STRUCTURE INCLUDING
FRAME AND COVER SHALL BE INSTALLED BE-
FORE CUTTING THE TOP OF THE SEWER PIPE
IN THE MANHOLE. PSA PERSONNEL TO BE

A - +.’|_~—BASE POURED IN FIELD
PRESENT DURING INSTALLATION. e _ 3000 P.SI ® 28 DAYS WITH
k : WATER STOP AROUND PIPE.

. THE FRAME AND COVER SHALL BE PROPERLY
ALIGNED WITH THE 2 FOOT OPENING OF THE
MANHOLE STRUCTURE AND BOLTED IN PLACE

. RISER AND OTHER SECTIONS SHALL NOT BE
INSTALLED FOR A MINIMUM OF 24 HOURS
AFTER POURING OF BASE, BENCH, & INVERT.

SUB-BASE SHALL BE COMPACTED TO 100% PROCTOR \

AND VERIFIED BY LABORATORY TESTING. WATERSTOP
. EXTERIOR SURFACES OF ALL CONCRETE MANHOLE

SECTIONS SHALL HAVE TwO COATS CMINIMUM 16 DRY

MILS) OF COAL TAR EPOXY, KOPPERS CO. BITUMASTIC
300-M OR EQUAL.

INVERTS WILL BE THE SAME SECTION A-A

SIZE AS THE PIPE AND TEST-

ING EQUIPMENT,

3/4” THREADED RODS
, , SEE INSTALLATION DETAIL
JT MATERIAL (NO MORTAR) £7' 200",
BETWEEN F&C AND MH. TOP j\ GRADE RING; IF NECESSARY,
MUST BE THE SAME WALL

AND GRADE RINGS. THICKNESS AS STRUCTURES
1.00° MAX,

VARIES

VARIES

|

BASE REINFORCEMENT: _ VARIES

TWO LAYERS OF #4 BARS @ 6" 0.C. EACH WAY &
IN TWO LAYERS W/ VERT. BARS @ EDGE l f 1
A A

JT MATERIAL (NO MORTAR) —— |

VARIES

REINFORCEMENT

BASE, BENCH, & INVERT e AR, SLELAT ) R P
TO BE SINGLE POUR. R o e
3,000 P.S.L @ 28 DAYS

6‘ MIN. STONE BASE
#57 OR EQUIVALENT.

REVISIONS DRAWING
NO. DATE STRADDLE MANHOLE S-02

ORIGINAL | 12/01/06 FOR PIPE 15”
OR SMALLER

1 9/01/07

2 10/25/07




